SKU: M42137

Plumbing
Traps & Fitting
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90° Elbow
Codo de 90 Grados

1. Measure and cut both drains (D) to required length (They
should be

cut to a lenght that allows them to stop fully inside the 90’s
(C) socket)

2. Position nut (A) then washer (B) on both drains (D)

3. Attach drains (D) into 90° (C) while making sure they are
fully inside the sockets

4. Tighten nuts. Check for Leaks.

1. Mide y corta ambos tubos de desagtie (D) al largo requerido
(debe cortarse aun largo

que permita insertarlos por completo dentro del encastre de 90
grados (C)

2. Coloca latuerca (A) y luego la arandela (B) en ambos tubos de
desagiie D)

3. Conecta los tubos de desagtie (D) al codo de 90 grados (C) y
asegurate de insertarlos

por completo dentro del encastre

4. Ajusta las tuercas. Verifica que no haya fittraciones.

Kitchen
Cocina

. SlipJoint Adapter
‘ Adaptador de Junta Ajustable

Cc ®

DESCRIPTION: 1 '/2” 90° Elbow
Descripcién: 1 2” Codo de 90 Grados

Material: Polypropylene
Material: Polipropileno

Finished: White
Acabado: Blanco

Units per display box: 20 units
Unidades por caja: 20 unidades



